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SOLENOID-OPERATED VALVE, SERIES TC08 

 

  
  

Part No. 0820060026 0820061001 0820060501 

Nominal flow Qn 800 l/min 700 l/min 800 l/min 

Compressed air 
connection input/output 

G 1/8 

G 1/8 

Working pressure 
min./max. 

3 ... 10 bar 2 ... 10 bar 

Control pressure 
min./max. 

3 ... 10 bar 2 ... 10 bar 

Typ. switch-on, switch-
off time 

14 ms, 17 ms 10 ms, 11 ms 10 ms 

Pilot internal 

Operating voltage 24 VDC 

 

 

 

Accessories Description Part No. 

 
Electrical connector, M12x1,5 1834484187 

 

G 1/8-4 2121004180 

G 1/8-6 2121006180 

G 1/8-8 2121008180 

 

G 1/8-4 2122004180 

G 1/8-6 2122006180 

G 1/8-8 2122008180 

 

Silencer, G 1/8 1827000000 

 
Throttle valve, G 1/8 0821201102 

 

Compressed air PUR tubing,  Ø 4 mm R412007825 

Compressed air PUR tubing,  Ø 6 mm R412007828 

Compressed air PUR tubing,  Ø 8 mm R412007831 
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SOLENOID-OPERATED VALVE, SERIES TC15 

    

Part No. 0820058026 0820059001 0820058501 

Nominal flow Qn 1500 l/min 1300 l/min 1500 l/min 

Compressed air 
connection input/output 

G 1/4 

G 1/4 

Working pressure 
min./max. 

3 ... 10 bar 2 ... 10 bar 

Control pressure 
min./max. 

3 ... 10 bar 2 ... 10 bar 

Typ. switch-on, switch-
off time 

12 ms, 35 ms 12 ms, 13 ms 10 ms 

Pilot internal 

Operating voltage 24 VDC 

 

 

 

Accessories Description Part No. 

 
Electrical connector, M12x1,5 1834484187 

 

G 1/4-6 2121006140 

G 1/4-8 2121008140 

G 1/4-10 2121010140 

 

G 1/4-6 2122006140 

G 1/4-8 2122008140 

G 1/4-10 2122010140 

 

Silencer, G 1/4 1827000001 

 
Throttle valve, G 1/4 0821201103 

 

Compressed air PUR tubing,  Ø 6 mm R412007828 

Compressed air PUR tubing,  Ø 8 mm R412007831 

Compressed air PUR tubing,  Ø 10 mm R412007834 
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SOLENOID-OPERATED VALVE, SERIES CD04 

 

 

Part No. 5772555302 
Nominal flow Qn 900 l/min 

Activation Electrically 

Pilot Internal 

Operating voltage Basic valve without coil 

Compressed air connection 
input/output 

G1/8 

Working pressure min./max. 3 ... 10 bar 

Control pressure min./max. 3 ... 10 bar 

Ambient temperature min./max. -15 ... 50 °C 

Medium temperature min./max. -15 ... 50 °C 

Medium Compressed air 

Max. particle size 50 µm 

Oil content of compressed air 0 ... 1 mg/m³ 

Protection class,with connection IP65 

Weight 0,25 kg 

Electrical connection Plug, EN 175301-803, form B 
 

Accessories Description Part No. 

 
Electrical connector, M16x1,5 1834484096 

 

Coil, 24VDC 1824210243 

Coil, 230VAC 1824210235 

 G 1/8-4 2121004180 

G 1/8-6 2121006180 

G 1/8-8 2121008180 

 

G 1/8-4 2122004180 

G 1/8-6 2122006180 

G 1/8-8 2122008180 

 

Silencer, G 1/8 1827000000 

 
Screw plug, G 1/8 1823462028 

 

Compressed air PUR tubing, Ø 4 mm R412007825 

Compressed air PUR tubing, Ø 6 mm R412007828 

Compressed air PUR tubing, Ø 8 mm R412007831 

 

 
 

https://www.aventics.com/de/en/pneumatics-shop/32-directional-valve-series-cd04-pro.728442-prv.77098/
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NAMUR standard 

 

 

NAMUR standard 

Part No. 5772075302 5776845302 5776965302 5776605302 5776625302 
Nominal flow Qn 1400 l/min 1200 l/min 

Activation electrically 

Pilot internal 

Operating voltage Basic valve without coil 

Compressed air 
connection 
input/output 

G1/4 

Working and control 
pressure min./max. 

3 ... 10 bar 3,5 ... 10 bar 3 ... 10 bar 2 ... 10 bar 

Ambient temperature 
min./max. 

-25 ... 50 °C -40 ... 50 °C -25 ... 50 °C 

Medium temperature 
min./max. 

-25 ... 50 °C -40 ... 50 °C -25 ... 50 °C 

Medium Compressed air 

Max. particle size 50 µm 

Oil content of 
compressed air 

0 ... 1 mg/m³ 

Pilot control exhaust with directional pilot air exhaust 

Connector standard EN 175301-803:2006, form A 

Weight 0,54 kg 0,75 kg 0,57 kg 0,6 kg 0,8 kg 

 

 

Accessories Description Part No. 

 
Electrical connector, M16x1,5 1834484059 

 Coil, 24 VDC, 2,7W 5420897022 

Coil, 230 VAC, 8VA 1824210220 

 

G 1/4-6 2121006140 

G 1/4-8 2121008140 

G 1/4-10 2121010140 

 

G 1/4-6 2122006140 

G 1/4-8 2122008140 

G 1/4-10 2122010140 

 
Silencer, G 1/4 1827000001 

 Throttle valve, G 1/4 0821201103 

 Screw plug, G 1/4 1823462029 

 

Compressed air tubing, Ø 6 mm R412007828 

Compressed air tubing, Ø 8 mm R412007831 

Compressed air tubing, Ø 10 mm R412007834 

SOLENOID-OPERATED VALVES 

SERIES CD07 
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SOLENOID-OPERATED VALVE, SERIES 589 
 

 

Part No. 5894400220 5894600220 

Nominal flow Qn 520 l/min 750 l/min 

Compressed air connection 
input/output 

Input Ø 6, output Ø 6, 

exhaust Ø 8 
Ø 8 

Activation Electrically 

Pilot Internal 

Operating voltage 24 VDC 

Working pressure min./max. 3 ... 8 bar 

Ambient temperature min./max. -15 ... 50 °C 

Medium temperature min./max. -15 ... 50 °C 

Medium Compressed air 

Max. particle size 5 µm 

Oil content of compressed air 0 ... 1 mg/m³ 
Version Poppet valve 

Protection class,with connection IP65 

Typical switch-on time 18 ms 

Typical switch-off time 16 ms 

Weight 0,093 kg 

Electrical connection Plug, ISO 15217, form C 

 

 

 

 

 

 

Accessories Description Part No. 

 
Electrical connector, M12x1,5 1834484187 

 

Silencer, Ø 6 R412007899 

Silencer, Ø 8 R412007520 

 

End plug, Ø 6 2123206000 

End plug, Ø 8 2123208000 

 

Magnet system, 24 VDC 5420930220 

Magnet system, 230 VAC 5420935280 

 

Compressed air PUR tubing, Ø 6 mm R412007828 

Compressed air PUR tubing, Ø 8 mm R412007831 
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5/2-directional valve, Series 740-BV 
 

 

Part No. R412009690 
Nominal flow Qn 700 l/min 

Activation electrically 

Pilot internal 

Operating voltage Basic valve without coil 

Compressed air connection input/output Ø 8 

Working pressure min./max. 1,5 ... 10 bar 

Ambient temperature min./max. -25 ... 50 °C 

Medium temperature min./max. -25 ... 50 °C 

Medium Compressed air 

Max. particle size 50 µm 

Oil content of compressed air 0 ... 5 mg/m³ 

Version Diaphragm poppet valve 

Protection class,with connection IP65 

Typical switch-on time 16 ms 

Typical switch-off time 35 ms 

Weight 0,221 kg 

Electrical connection Plug, EN 175301-803, form A 

 

 

 

Accessories Description Part No. 

 
Electrical connector, M16x1,5 1834484059 

 Coil, 24 VDC, 2,7W 5420897022 

Coil, 230 VAC, 8VA 1824210220 

 
Tube nut, M14x1 8919905414 

 
Silencer 8993809904 

 

Compressed air tubing, Ø 8 mm R412007831 
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SOLENOID-OPERATED VALVE, SERIES 840 
 

 

Part No. 5728400420 

Nominal flow Qn 200 l/min 

Activation electrically 

Pilot internal 

Operating voltage 24 VDC 

Compressed air connection input/output Ø 6 

Working pressure min./max. 1,5 ... 10 bar 

Control pressure min./max.  1,5 ... 10 bar 

Ambient temperature min./max. -15 ... 50 °C (at max. 8 bar)  

Medium temperature min./max. -15 ... 50 °C (at max. 8 bar) 
Medium Compressed air 

Max. particle size 50 µm 

Oil content of compressed air 0 ... 1 mg/m³ 

Version Diaphragm poppet valve 

Protection class,with connection IP65 

Typical switch-on time 17 ms 

Typical switch-off time 19 ms 

Weight 0,097 kg 

Electrical connection Plug, EN 175301-803, form C 

 

 

 
 

Accesories Description Part No. 

 
Electrical connector, M12x1,5 1834484187 

 
Silencer 

5324002000 

 Magnet system, 24 VDC 5420930220 

Magnet system, 230 VAC 5420935280 

 

Compressed air PUR tubing, Ø 6 mm R412007828 
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MECHANICAL OPERATED VALVES 

 

 

 

 

 

 

 

 

 

 

Part No. 5631310100 5631312100 0820401006 5630180100 

Switching principle 5/2 5/3 4/2 4/2 

Nominal flow Qn 1100 l/min 550 l/min 300 l/min 

Compressed air 
connection 
input/output 

G 1/4 G 1/8 

Actuating control Hand lever, with detent Mechanical – pedal Hand lever, with detent 
 

 

 

 

 

 

 

Part No. 695504 695524 0820401100 0820402102 

Switching principle 5/2 5/2 5/2 3/2 

Nominal flow Qn 600 l/min 600 l/min 1400 l/min 250 l/min 

Compressed air 
connection 
input/output 

G 1/8 G 1/8 G 1/4 G 1/8 

Actuating control Hand lever, with det Hand lever, with detent, with detent ent Roller 

 
 

Accesories Description Part No. 

 

G 1/8-6 2121006180 

G 1/8-8 2121008180 

G 1/4-6 2121006140 

G 1/4-8 2121008140 

G 1/4-10 2121010140 

 

Silencer, G 1/8 1827000000 

Silencer, G 1/4 1827000001 

 Throttle valve, G 1/8 0821201103 

Throttle valve, G 1/4 0821201103 

 

Compressed air PUR tubing, Ø 6mm R412007828 

Compressed air PUR tubing, Ø 8mm R412007831 

Compressed air PUR tubing, Ø 10mm R412007834 
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2/2-WAY STOP VALVE, SERIES SC01 

           

Part No. 1823391910 1823391911 1823391912 

Valve type Ball valve 

Housing Brass 

Working pressure 
min./max.  

0 ... 16 bar 

Compressed air 
connection 1 and 2 

G 1/8 G 1/4 G 3/8 

Compressed air 
connection type 1 and 2 

Internal thread 

 

BALL VALVE, SERIES QR1-BSK 

               

Part No. R412005502 R412005503 R412005504 R412005505 

Valve type Ball valve 

Nominal flow Qn 1000 l/min 1550 l/min 2500 l/min 2600 l/min 

Working pressure 
min./max.  

-0,95 ... 10 bar 

Compressed air 
connection 1 and 2 

Ø 6 Ø 8 Ø 10 
Ø 12 

Compressed air 
connection type 1 and 2 

Push-in fitting 

 

ISOLATING VALVE QR1-ASC 
          

Part No. R412005482 R412005483 R412005484 R412005485 

Valve type Poppet valve 

Nominal flow Qn 1▶2 500 l/min 550 l/min 1500 l/min 1600 l/min 

Working pressure 
min./max.  

0 ... 10 bar 

Compressed air 
connection 1 and 2 

Ø 6 Ø 8 Ø 10 Ø 12 

Compressed air 
connection type 1 and 2 

Push-in fitting 
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CHECK-CHOKE VALVE, SERIES CC04  
 

 Part No. R412010564 R412010568 R412010565 R412010569 R412010571 

Housing Polyamide 

Qn 2▶1 70 l/min 110 l/min 390 l/min 

Compressed air 
connection 

Ø 4 Ø 6 

Compressed air 
connection 2 

M5 G1/8 M5 G 1/8 G 1/4 

Air supply/exhaust 
air throttling 

exhaust air throttling 

Throttle bore Ø 2 mm 3.5 mm 2 mm 3.5 mm 4.5 mm 

 

 

Part No. R412010570 R412010572 R412010574 

Housing Polyamide 

Qn 2▶1 470 l/min 490 l/min 860 l/min 

Compressed air 
connection 

Ø 8 

Compressed air 
connection 2 

G 1/8 G 1/4 G 3/8 

Air supply/exhaust 
air throttling 

exhaust air throttling 

Throttle bore Ø 3.5 mm 4.5 mm 6.6 mm 

 

 

Part No. R412010573 R412010575 R412010577 R412010576 R412010578 

Housing Polyamide 

Qn 2▶1 520 l/min 900 l/min 1530 l/min 960 l/min 1850 l/min 

Compressed air 
connection 

Ø 10 Ø 12 

Compressed air 
connection 2 

G 1/4 G 3/8 G 1/2 G 3/8 G 1/2 

Air supply/exhaust 
air throttling 

exhaust air throttling 

Throttle bore Ø 4,5 mm 6,6 mm 

 

THROTTLE VALVE WITH SILENCER, SERIES CH02  

 

 

Part No. 0821201101 0821201102 0821201103 0821201104 0821201105 

Housing Brass 

Nominal flow Qn 200 l/min 700 l/min 1700 l/min 3100 l/min 4100 l/min 

Silencer material Stainless steel 

Compressed air 
connection 

M5 G 1/8 G 1/4 G 3/8 G 1/2 

Compressed air 
connection type 

external thread 

 

 





 

 

 

 

 

www.techvitas.com 

 
 
 

 

PRESSURE GAUGE, SERIES PG1-SAS 
 

 

 

Part No. R412003856 R412003857 R412004417 
Compressed air 

connection 
G 1/8 G 1/8 G 1/4 

Range of 
application 

0 ... 4 bar 0 ... 8 bar 0 ... 8 bar 

Display range 0 ... 6 bar 0 ... 10 bar 0 ... 10 bar 

Nominal diameter 40 mm 40 mm 50 mm 
 

 

 

 

PRESSURE REGULATOR, SERIES MU1-RGS PRESSURE SWITCH, SERIES PM1 

  

0821302426 R412010713 
Adjustment range 

min./max. 
0,15 ... 7 bar Operating pressure 0,2 ... 16 bar 

Port G 1/8 Version 
Mechanical - spring-loaded 

bellow, adjustable 

Flow Qn 450 l/min Compressed air connection Internal thread, G 1/4 

Activation Mechanical 
Ambient temperature 

min./max. 
-20 ... 80 °C 

 

STANDARD FILTERS, SERIES AS1-FLS, AS2-FLS, AS3-FLS 

     
   

Part No. R412014600 R412006009 R412007009 

Filter porosity 5 µm 

Port G 1/4 G 3/8 G 1/2 

Qn 1000 l/min 2100 l/min 3500 l/min 

Working pressure 
min./max.  

1,5 ... 12 bar 1,5 ... 16 bar 1,5 ... 16 bar 

Reservoir Polycarbonate 

Air supply From left 

Condensate drain Semi-automatic, open without pressure 

 

 

 

  

https://www.aventics.com/de/en/pneumatics-shop/pressure-gauge-series-pg1-sas-pro.754376-prv.86704/
https://www.aventics.com/de/en/pneumatics-shop/standard-filter-series-as1-fls-pro.716715-prv.361995/
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OIL-MIST LUBRICATORS, SERIES AS1-LBM, AS2-LBM, AS3-LBM 

 

    

Part No. R412014624 R412006231 R412007231 

Type of filling Manual oil filling Semi-automatic oil filling during operation,manual oil filling 

Compressed air connection G 1/4 G 3/8 G 1/2 

Nominal flow Qn 1400 l/min 3100 l/min 8000 l/min 

Working pressure 
min./max. 

0,8 ... 12 bar 0,5 ... 16 bar 

Reservoir Polycarbonate 

Air supply From left 

 

MAINTENANCE UNITS, SERIES AS1-ACD, AS2-ACD, AS3-ACD 

 

   

Part No. R412014672 R412006307 R412007307 

Filter porosity 5 µm 

Port G 1/4 G 3/8 G 1/2 

Nominal flow Qn 700 l/min 2000 l/min 3500 l/min 

Working pressure 
min./max. 

1,5 ... 12 bar 1,5 ... 16 bar 1,5 ... 16 bar 

Reservoir Polycarbonate 

Air supply From left 

Condensate drain Semi-automatic, open without pressure 

 

PRESSURE REGULATORS, SERIES AS1-RGS, AS2-RGS, AS3-RGS 

  
   

Part No. R412014629 R412006109 R412006121 R412007121 

Compressed air connection G 1/4 G 1/4 G 3/8 G 1/2 

Nominal flow Qn 1000 l/min 2200 l/min 2700 l/min 5200 l/min 

Working pressure 
min./max. 

0,5 ... 12 bar 0,5 ... 16 bar 

Adjustment range 
min./max. 

0,5 ... 10 bar 0,5 ... 10 bar 

Activation Manual Mechanical 

Pressure gauge 
With integrated 

pressure gauge 
With pressure gauge 

Air supply From left 
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FILTER PRESSURE REGULATORS, SERIES AS1-FRE, AS2-FRE, AS3-FRE 

 

 
   

Part No. R412014645 R412006209 R412007209 R412007210 

Compressed air 
connection 

G 1/4 G 3/8 G 1/2 

Nominal flow Qn 1000 l/min 2600 l/min 5100 l/min 

filter porosity 5 µm 

Condensate drain semi-automatic, open without pressure 
fully automatic, open 

without pressure 

Working pressure 
min./max.  

1,5 ... 12 bar 1,5 ... 16 bar 

Adjustment range 
min./max. 

0,5 ... 8 bar 0,5 ... 8 bar 

Protective guard - Polyamide 

 

3/2-SHUT-OFF VALVE, SERIES AS1-BAV, AS2-BAV, AS3-BAV 

 

 

 
  

Part No. R412014664 R412006261 R412007261 

Flow Qn 1▶2 2600 l/min 2000 l/min 4500 l/min 

Flow Qn 2▶3 380 l/min 380 l/min 3200 l/min 

Compressed air 
connection 
input/output 

G 1/4 G 3/8 G 1/2 

Exhaust G 1/4 G 1/4 G 1/2 

Working pressure 
min./max. 

0 ... 12 bar 0 ... 16 bar 

Ambient temperature 
min./max. 

-10 ... 50 °C 

Actuating element Rotary switch 
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MOUNTING PLATES, SERIES AS1-MBR, AS2-MBR, AS3-MBR 

 

 
  

Part No. R412014755 R412006368 R412007368 

Compatible With AS1 series blocks With AS2 series blocks With AS3 series blocks 

Material  Steel 

 

BLOCK ASSEMBLY KITS 

 

   

Part No. R412014758 R412006371 R412007371 

Compatible With AS1 series blocks With AS2 series blocks With AS3 series blocks 

Sealing material Acrylonitrile butadiene rubber 

Material  Polyamide 

 

MOUNTING CLIPS 

 

 
  

Part No. R412006370 R412007370 R412007367 

Compatible With AS2 series blocks With AS3 series blocks With AS3 series blocks 

Sealing material Acrylonitrile butadiene rubber 

Material  Polyamide Die cast zinc 

 

LUBRICATING OIL 
 

 
 

Part No. 8982000010 
Type Oil 

Volume 1 liter 

Viscosity class 35.9 cSt 

Operation For cylinders and valves 
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MAGNETIC PROXIMITY SENSOR, SERIES ST6 
      

Part No. R412022869 

Slot width 6 mm T-slot 

Switching logic NO (make contact) 

Cable 3-pin, 3 m, open cable ends 

 

PRESSURE SWITCH, SERIES PM1 
      

Part no. R412010713 

Version Mechanical - spring-loaded bellow, adjustable 

Operating pressure 0,2 ... 16 bar 

Compressed air connection Internal thread, G 1/4 

Ambient temperature 
min./max.  

-20 ... 80 °C 

 

ELECTRONIC PRESSURE SENSOR, SERIES PE5 
      

Part No. R412010767 

Version electronic 

Operating pressure 0 ... 10 bar 

Compressed air connection Internal thread, G 1/4 

Ambient temperature 
min./max.  

0 ... 60 °C 

Output signal digital 2 outputs-PNP, NPN, Push-pull 

Accessories CONNECTING CABLE, SERIES CON-RD 

 
 

Part No. R419800109 

Protection class IP67 

Cable length 2.5 m 

Socket Socket, M12x1, 5-pin, A-coded, angled 
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SILENCERS, SERIES SI1 
             

Part No. 1827000000 1827000001 1827000002 1827000003 

Compressed air 
connection 

G 1/8 G 1/4 G 3/8 G 1/2 

Nominal flow Qn 1500 l/min 2900 l/min 5900 l/min 7100 l/min 

Sound pressure level 75 dB 79 dB 84 dB 90 dB 

Working pressure 
min./max. 

0 ... 10 bar 

Material Sintered bronze 

 

SILENCERS, SERIES SI1 

  

Part No. 1827000031 1827000033 1827000034 1827000035 

Compressed air 
connection 

G 1/8 G 1/4 G 3/8 G 1/2 

Nominal flow Qn 640 l/min 900 l/min 1750 l/min 2000 l/min 

Sound pressure level 85 dB 88 dB 90 dB 85 dB 

Working pressure 
min./max. 

0 ... 10 bar 

Material Sintered bronze 

 

 

SILENCERS, SERIES SI1 

            

Part No. R412007899 R412007520 

Compressed air 
connection 

Ø 6 Ø 8 

Nominal flow Qn 583 l/min 1185 l/min 

Sound pressure level 82 dB 90 dB 

Working pressure 
min./max. 

0 ... 10 bar 

Material Polyethylene 
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STRAIGHT FITTINGS 

 

SERIES QR1-S-RPN       SERIES QR1-S-RAI 
Compressed air connection type port D - push-in fitting; 
Compressed air connection type port G - external 
thread;  
Working pressure min./max. -0,95 ... 10 bar;  
Ambient temperature min./max. 0 ... 60 °C 

 
Compressed air connection type port D - push-in fitting; 
Compressed air connection type port G - Internal thread; 
Working pressure min./max. -0,95 ... 10 bar;  

Ambient temperature min./max. 0 ... 60 °C 

     

  

Part No. Port G Port D Part No. Port G Port D 

2121004050 M5 

Ø 4 

2121904180 G 1/8 
Ø 4 

2121004180 G 1/8 R412005085 G 1/4 

2121004140 G 1/4 2121906180 G 1/8 

Ø 6 2121006050 M5 

Ø 6 

2121906140 G 1/4 

2121006180 G 1/8 R412005086 G 3/8 

2121006140 G 1/4 2121908180 G 1/8 

Ø 8 R412005000 G 3/8 2121908140 G 1/4 

2121008180 G 1/8 

Ø 8 

R412005087 G 3/8 

2121008140 G 1/4 R412005089 G 1/4 

Ø 10 2121008380 G 3/8 2121910380 G 3/8 

R412005001 G 1/2 R412005090 G 1/2 

R412005002 G 1/8 

Ø 10 

R412005091 G 1/4 

Ø 12 2121010140 G 1/4 2121912380 G 3/8 

2121010380 G 3/8 2121912120 G 1/2 

2121010120 G 1/2    

R412005003 G 1/8 

Ø 12 

   

2121012140 G 1/4    

2121012380 G 3/8    

2121012120 G 1/2    

2121014380 G 3/8 
Ø 14 

   

2121014120 G 1/2    

R412005005 G 3/8 
Ø16 

   

R412005006 G 1/2    
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ELBOW FITTINGS 

 

SERIES QR1-S-RVT       SERIES QR1-S-RVI 
Compressed air connection type port G - external 
thread;  
Compressed air connection type port D - push-in 
fitting;  
Working pressure min./max. -0,95 ... 10 bar;  
Ambient temperature min./max. 0 ... 60 °C 

 
Compressed air connection type port G - internal thread; 
Compressed air connection type port D - push-in fitting; 
Working pressure min./max. -0,95 ... 10 bar;  

Ambient temperature min./max. 0 ... 60 °C 

       

   
Part No. Port G Port D Part No. Port G Port D 

2122004050 M5 

Ø 4 

R412005129 G1/8 
Ø 4 

2122004180 G1/8 R412005132 G1/4 

2122004140 G1/4 R412005130 G1/8 
Ø 6 

2122006050 M5 

Ø 6 

R412005133 G1/4 

2122006180 G1/8 R412005131 G1/8 
Ø 8 

2122006140 G1/4 R412005134 G1/4 

R412005092 G3/8 R412005135 G1/4 Ø 10 

2122008180 G1/8 

Ø 8 

   

2122008140 G1/4    

2122008120 G1/2    

R412005094 G 1/8 

Ø 10 

   

2122010140 G 1/4    

2122010380 G 3/8    

2122010120 G 1/2    

R412005095 G1/8 

Ø 12 

   

2122012140 G1/4    

2122012380 G3/8    

2122012120 G1/2    

2122014380 G3/8 
Ø 14 

   

2122014120 G1/2    

R412005097 G3/8 
Ø 16 

   

R412005098 G1/2    
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Y-FITTING, SERIES QR1-S-RAY      T-UNION, SERIES QR1-S-RTT 
Compressed air connection type port G - external 
thread;  
Compressed air connection type port D - push-in 
fitting;  
Working pressure min./max. -0,95 ... 10 bar;  
Ambient temperature min./max. 0 ... 60 °C 

 
Compressed air connection type port G - external thread; 
Compressed air connection type port D - push-in fitting; 
Working pressure min./max. -0,95 ... 10 bar;  

Ambient temperature min./max. 0 ... 60 °C 

        
Part No. Port G Port D Part No. Port G Port D 

2122404180 G1/8 
Ø 4 

2122204050 M5 

Ø 4 2122404140 G1/4 2122204180 G1/8 

2122406180 G1/8 
Ø 6 

2122204140 G1/4 

2122406140 G1/4 R412005201 M5 

Ø 6 2122408180 G1/8 

Ø 8 

2122206180 G1/8 

2122408140 G1/4 2122206140 G1/4 

R412005221 G3/8 2122208180 G1/8 

Ø 8 2122410140 G1/4 

Ø 10 

2122208140 G1/4 

2122410380 G3/8 2122208380 G3/8 

2122410120 G1/2 2122210140 G1/4 

Ø 10 2122412380 G3/8 
Ø 12 

2122210380 G3/8 

2122412120 G1/2 2122210120 G1/2 

    2122212380 G3/8 
Ø 12 

    2122212120 G1/2 

    2122214380 G3/8 
Ø 14 

    2122214120 G1/2 

    R412005209 G1/2 Ø 16 
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PLUG CONNECTOR, SERIES QR1-S-RSK    ELBOW UNION, SERIES QR1-S-RVK 
Compressed air connection types port G and D - push-
in fitting;  
Working pressure min./max. -0,95 ... 10 bar;  
Ambient temperature min./max. 0 ... 60 °C 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Compressed air connection types port G and D - push-in 
fitting;  

Working pressure min./max. -0,95 ... 10 bar;  

Ambient temperature min./max. 0 ... 60 °C 

    

    
Part No. Port G Port D Part No. Port G Port D 

2121504000 Ø 4 

Ø 4 

2121204000 Ø 4 Ø 4 

R412005060 Ø 6 2121206000 Ø 6 Ø 6 

R412005061 Ø 8 2121208000 Ø 8 Ø 8 

2121506000 Ø 6 

Ø 6 

2121210000 Ø 10 Ø 10 

R412005062 Ø 8 2121212000 Ø 12 Ø 12 

R412005063 Ø 10 2121214000 Ø 14 Ø 14 

2121508000 Ø 8 

Ø 8 

R412005033 Ø 16 Ø 16 

R412005064 Ø 10    

R412005065 Ø 12    

2121510000 Ø 10 
Ø 10 

   

R412005066 Ø 12     

2121512000 Ø 12 
Ø 12 

    

R412005067 Ø 16     

2121514000 Ø 14 Ø 14     

R412005059 Ø 16 Ø 16     
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Y-PLUG CONNECTOR, SERIES QR1-S-RYK    T-PLUG CONNECTOR, SERIES QR1-S-RTK 
Compressed air connection types port G and D - push-
in fitting;  
Working pressure min./max. -0,95 ... 10 bar;  
Ambient temperature min./max. 0 ... 60 °C 

 
Compressed air connection types port G and D - push-in 
fitting;  

Working pressure min./max. -0,95 ... 10 bar;  

Ambient temperature min./max. 0 ... 60 °C 

    

   
Part No. Port G Port D Part No. Port G Port D 

2121804000 Ø 4 

Ø 4 

2121104000 Ø 4 

Ø 4 2121806040 Ø 6 R412005026 Ø 6 

R412005081 Ø 8 R412005027 Ø 8 

2121806000 Ø 6 

Ø 6 

2121106000 Ø 6 

Ø 6 2121808060 Ø 8 R412005028 Ø 8 

R412005082 Ø 10 R412005029 Ø 10 

2121808000 Ø 8 

Ø 8 

2121108000 Ø 8 

Ø 8 2121810080 Ø 10 R412005030 Ø 10 

R412005083 Ø 12 R412005031 Ø 12 

2121810000 Ø 10 
Ø 10 

2121110000 Ø 10 Ø 10 

R412005080 Ø 12 R412005032 Ø 12 Ø 10 

2121812000 Ø 12 Ø 12 2121112000 Ø 12 Ø 12 

   2121114000 Ø 14 Ø 14 

   R412005025 Ø 16 Ø 16 
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MALE CONNECTOR, SERIES QR1-S-RED       SEALING CAP, SERIES QR1-S-RCA  
Compressed air connection type port G - push-in fitting; 
Compressed air connection type port D – pin bushing; 
Working pressure min./max. -0,95 ... 10 bar;  
Ambient temperature min./max. 0 ... 60 °C 

 
Compressed air connection type port G - push-in fitting; 
Working pressure min./max. -0,95 ... 10 bar;  

Ambient temperature min./max. 0 ... 60 °C 

    

   
Part No. Port D Port G Part No. Port G 

2121706040 Ø 6 

Ø 4 

R412005111 Ø 4 

2121708040 Ø 8 R412005112 Ø 6 

2121710040 Ø 10 R412005113 Ø 8 

2121708060 Ø 8 

Ø 6 

R412005114 Ø 10 

2121710060 Ø 10 R412005115 Ø 12 

2121712060 Ø 12   

2121710080 Ø 10 

Ø 8 

  

2121712080 Ø 12   

2121714080 Ø 14   

2121712100 Ø 12 
Ø 10 

  

2121714100 Ø 14   

2121714120 Ø 14 Ø 12   
 

 

END PLUG, SERIES QR1-S-RBS 
Compressed air connection type port G - push-in fitting; 
Compressed air connection type port D – pin bushing; 
Working pressure min./max. -0,95 ... 10 bar;  
Ambient temperature min./max. 0 ... 60 °C 

     
Part No. Port G 

2123204000 Ø 4 

2123206000 Ø 6 

2123208000 Ø 8 

2123210000 Ø 10 

2123212000 Ø 12 

2123214000 Ø 14 

R412005331 Ø 16 
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SLEEVE, SERIES FPT-S-RSK 
 

 

Part No. 1823300000 1823300001 1823300002 1823300008 

Compressed air connections G 1/8 G 1/4 G 3/8 G 1/2 

Compressed air connection 
type 

Internal thread 

Working pressure min./max.  0 ... 16 bar 

Material Brass 

SCREW PLUG, SERIES FPT-S-RBI 

 

Part No. 1823462028 1823462029 1823462030 1823462031 

Compressed air connection G 1/8 G 1/4 G 3/8 G 1/2 

Working pressure min./max.  0 ... 16 bar 

Material Steel, galvanized 

Seal material Polyvinyl chloride 

REDUCING NIPPLE, SERIES FPT-S-RDZ 

               

Part No. 1823391012 1823391013 1823391014 1823391028 1823391285 

Compressed air connection G G 1/4 G 3/8 G 1/2 G 3/4 G 1 

Compressed air connection D G 1/8 G 1/4 G 3/8 G 1/2 G 3/4 

Compressed air connection type G External thread 

Compressed air connection type D Internal thread 

Working pressure min./max.  0 ... 60 bar 

Sealing material Polyvinyl chloride 

DOUBLE NIPPLE, SERIES FPT-S-RDO 

           

Part No. 1823391015 1823391016 1823391017 1823391018 1823391019 1823391029 

Compressed air 
connection G 

G 1/8 G 1/4 G 1/4 G 3/8 G 3/8 G 1/2 

Compressed air 
connection D 

G 1/8 G 1/8 G 1/4 G 1/4 G 3/8 G 1/2 

Compressed air 
connection type G 

external thread 

Compressed air 
connection type D 

external thread 

Working pressure 
min./max.  

0 ... 16 bar 

Material Brass 

Sealing material Polyvinyl chloride 
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CONNECTION ADAPTER, SERIES FPT-S-REN 

           

Part No. 8633051800 2122918140 2122914380 2122938120 

Compressed air connection G M5 G 1/8 G 1/4 G 3/8 

Compressed air connection D G 1/8 G 1/4 G 3/8 G 1/2 

Compressed air connection type G External thread 

Compressed air connection type D Internal thread 

Working pressure min./max.  0 ... 16 bar 

Material Brass 

Sealing material Polyvinyl chloride 

 

ELBOW FITTING, SERIES FPT-S-RVK 

                   
Part No. 1823391721 1823391722 1823391723 1823391724 

Compressed air connections G G 1/8 G 1/4 G 3/8 G 1/2 

Compressed air connection types G Internal thread 

Working pressure min./max.  0 ... 16 bar 

Material Brass 

 

T-CONNECTOR, SERIES FPT-S-RTK 

                
Part No. 1823391739 1823391740 1823391741 1823391742 

Compressed air connections G G 1/8 G 1/4 G 3/8 G 1/2 

Compressed air connection types G Internal thread 

Working pressure min./max.  0 ... 16 bar 

Material Brass 
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COUPLING PLUGS, SERIES CP1-S-NW7,2 

  

  

Part No. 1823386017 1823386060 1823351016 1823373001 

Nominal width 7.2 mm 

Compressed air connection Ø 8 Ø 10 G 1/4 

Compressed air connection type Coupling plug 

Working pressure min./max.  0 ... 16 bar 

Housing material Brass 

 

LOCKING COUPLING, SERIES CP1-S-NW7,2 

 
 

 

Part No. 1823376001 1823376014 1823376013 

Nominal flow Qn 1500 l/min 

Nominal width 7.2 mm 

Compressed air connection G 1/4 G 1/2 G 1/4 

Compressed air connection type External thread Internal thread 

Working pressure min./max.  0 ... 16 bar 

Housing material Brass 

Seal material Acrylonitrile butadiene rubber 
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COMPRESSED AIR TUBING, SERIES TU1-E-PUR 

 

Part No. 
External 
diameter 

Wall 
thickness 

Color 
Max. working 
pressure at 

20 °C 
Note 

R412007825 4 mm 0.75 mm 

Blue 8 bar 

Sold in meters, 

minimum oder 

quantity - 1 meter 

R412007828 6 mm 1 mm 

R412007831 8 mm 1.15 mm 

R412007834 10 mm 1.25 mm 

R412007837 12 mm 1.5 mm 

PUR - Polyester polyurethane 

External calibrated 

Suitable for dynamic laying 

Halogen-free 

COMPRESSED AIR TUBING, SERIES TU1-S-PUR 

 

Part No. 
External 
diameter 

Wall 
thickness 

Color 
Max. working 
pressure at 

20 °C 
Note 

R412009985 4 0,75 mm 

Blue 10 bar 

Sold in meters, 

minimum oder 

quantity – 50 

meter 

R412009988 6 1,05 mm 

R412009990 8 1,15 mm 

R412009991 10 1,25 mm 

R412009992 12 1,5 mm 

R412004782 14 mm 2 mm 

Sold in meters, 

minimum oder 

quantity - 25 

meter 

R412004785 16 mm 2.5 mm 

Sold in meters, 

minimum oder 

quantity - 100 

meter 

PUR - Polyester polyurethane 

External calibrated 

Suitable for dynamic laying 

Halogen-free 

COMPRESSED AIR TUBING, SERIES TU1-S-PET 

 

Part No. 
External 
diameter 

Wall 
thickness 

Color 
Max. working 
pressure at 

20 °C 
Note 

R412014494 4 0,75 mm 

Natural/

white 

14 bar 

Sold in meters, 

minimum oder 

quantity - 25 

meter 

R412014495 6 1 mm 

10 bar 
R412014496 8 1 mm 

R412014497 10 1,25 mm 

R412014498 12 1,5 mm 

PET - Polyethylene 

Resistant to microbes 

Halogen-free 

Excellent hydrolysis characteristics 

Suitable for dynamic laying 

Suitable for use in food processing 
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